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Brand

M odel
Pan/Tilt/Rotation

I mage Sensor
Electronic Shutter Speed
Minimum Illumination
IR Distance

Focal Length

Max Aperture
Angleof View
Resolution

Frame Rate
Warranty

Hikvision

Model: D5-2CE10DFOT-F

24/7 color imaging with F1.0 aperture
2MP, 1920A— 1080 Resolution

3D DNMR technology
Up to 20m white light distance

DS-2CE10DFOT-F
Pan: 0° to 360°, Tilt: O° to 90°, Rotation: 0° to 360°

2MPCMOS

PAL: 1/25sto 1/50,000 s; NTSC: 1/30 sto 1/50,000 s

0.001 Lux @ (F1.0, AGC ON), 0 Lux with whitelight

Up to 20 m whitelight distance for bright night imaging
2.8 mm, 3.6 mm, 6 mm fixed-focal lens
24/7 color imaging with F1.0 aperture
Pan: 0° to 360°, Tilt: 0° to 90°, Rotation: 0° to 360°
1920 (H) x 1080 (V)

TVI: 1080p@25fps/30fps CVI: 1080p@25fps/30fps AHD:
1080p@25fps/30fps CVBS: PAL/NTSC

01 year

Exclusive Distributon in Bangladesh
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